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Specifications ** 
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Truck Style:  This bumper crane shall be a bumper replacement for a 1 ton Dual Wheel, Service 

Bodies, High Cube Van Bodies, and Flat Beds with a standard bed of an approximate width of 

90".  (custom built  94”, 96”,  and 102” widths available) 

 

Minimum Safety Requirements *: 

Safety Placards / All Pinch Points *: The bumper crane shall have pictorial warning placards at 

all the known hazard areas thus protecting the operator from known pinch-point areas when folding 

away the crane. Placards must meet Federal and ANSI Z535 standards for pictorial warning 

decals.  

 

Hand Guard *: The crane shall have a welded hand guard and a hazard warning area protecting 

the operator from known pinch-point areas when folding away the crane. 

 

Conspicuous - High visibility *: A premium 3M reflective material must be placed on the face 

of the bumper to increase the visibility of the truck‘s rear at night and low visibility conditions.  

 

Emergency Kill Circuit *: The bumper crane shall have a permanent, weather proof, and fused 

de-energizing circuit mounted on the corner of the bumper to prevent the possible “run-away crane”. 

The Kill switch shall be clearly marked by a safety placard containing of no less than 11.25 sq. 

inches. A water proof control switch with an indicator light is also located on the corner of the bumper, 

to indicate the power is on to the control plug while not in use, and an on/off toggle switch is located 

on the top of the solenoid box. 

 

Premium Anti-Slip Surface / Locking Top Cover *: The top of the bumper crane must have 

60% of its top surface covered with an anti-slip material to help prevent slipping and falling when used 

as a step bumper. Must be able to padlock the bumper crane’s top cover in order to have limited 

access to the crane. 

 

Aircraft Quality Retention Keepers *: The crane must have on all load bearing pivot pins 

aircraft quality locking retention keepers. 

 

Bumper Construction:  

The bumper frame shall be no less than ASTM A-500 GRADE B high grade structural tubing and 

contain no less than 7 cross members ASTM A-36 carbon alloy plate. 

 

Class 3 Receiver Hitch ; 5,000 lb. pull / 1,000 lb. tongue weight shall be built-in. 

 

Trailer Plug Porting *: A port for an ICC 7 pin trailer lighting plug shall be in the bumper’s face. 

 

Built-in Outrigger Leg; shall be collapsible with a minimum of 12 settings. 

 

Mounting / Wiring: The bumper crane shall come complete with all of the wiring; auto reset circuit 

breakers, mounting brackets, and hardware. A minimum of (8) 1/2" alloy bolts must be used to fasten 

the bumper to its supplied mounting brackets. 




